MULTI-VEHICLE AUTOMATIC TRANSMISSION FLUID

PRODUCT DESCRIPTION
FormulaShell® Multi-Vehicle Automatic Transmission Fluid is specially formulated fluid designed to meet the requirements of a broad range of automatic transmission specifications. FormulaShell® Multi-Vehicle is a special blend of high quality base stocks with an advanced additive system for automatic and powershift transmissions.

FormulaShell® Multi-Vehicle protects against shudder, eliminates the need to stock ATF supplements and ensures a high-performance smooth driving experience. FormulaShell® Multi-Vehicle is recommended for use in most USA vehicles. It is not suitable in a few pre-1986 vehicles where Type F fluids were specified, vehicles requiring Dexron VI fluids or some recent vehicles equipped with continuous variable transmissions (CVT’s).

PRODUCT APPLICATION
FormulaShell® Multi-Vehicle is suitable for use in vehicles that require the following specifications:

- GM Dexron®, Dexron® II, GM Dexron® IIIE and Dexron® III
- Type A and Type A Suffix
- Ford Mercon® and Mercon® V
- Chrysler Automatic Transmissions (ATF +3 and +4)
- Allison C-4
- Caterpillar TO-2

FormulaShell® Multi-Vehicle is also suitable for all models of the following Auto Makers vehicles: Acura, AM General (Hummer), Buick, Cadillac, Chevrolet, Dodge, Daewoo, Eagle, Ford Auto, Geo, GMC Trucks, Honda, Hyundai, Isuzu, Jeep, KIA, Landrover, Lincoln, Mazda, Mercury, Mitsubishi, Oldsmobile, Plymouth, Pontiac, Scion, Subaru, Suzuki and Volkswagen.

FormulaShell® Multi-Vehicle is also suitable for all models of the following Auto Makers vehicles with the exceptions noted:

- Audi: Except 2003 onwards for Audi TT model
- BMW: Most models. Check vehicle manual
- Chrysler: Except 2004 Crossfire
- Infiniti: For all models before 2004, except 2002 Q45 and 2003 Q45/G35/M45
- Jaguar: Most models. Check vehicle manual
- Ford Trucks: Except 2004 with 5-spped transmissions
- Lexus: Except 2004 for GX470/LS430/LX470
- Mercedes Benz: For all models before 1996
- Mini: Not suitable
- Porsche: For all models before 2001. For others check vehicle manual
- Saab: For all models before 2003, except 2002 9-5
- Saturn: Suitable for most models. Check vehicle manual
- Toyota: Except 2004 Prius/Landeruier/4-Runner
- Volvo: Suitable for most models. Check vehicle manual

TYPICAL PHYSICAL AND CHEMICAL PROPERTIES
MULTI-VEHICLE AUTOMATIC TRANSMISSION FLUID

FS-M-V 10/01/06
<table>
<thead>
<tr>
<th>TEST</th>
<th>TYPICAL RESULTS</th>
</tr>
</thead>
<tbody>
<tr>
<td>Density @ 15°C, g/mL</td>
<td>0.857</td>
</tr>
<tr>
<td>Viscosity @ 40°C, cSt</td>
<td>35</td>
</tr>
<tr>
<td>Viscosity @ 100°C, cSt</td>
<td>7.4</td>
</tr>
<tr>
<td>Viscosity Index</td>
<td>185</td>
</tr>
<tr>
<td>Flash Point, °C</td>
<td>190</td>
</tr>
<tr>
<td>Fire Point, °C</td>
<td>210</td>
</tr>
<tr>
<td>Pour Point, °C</td>
<td>-45</td>
</tr>
<tr>
<td>Color</td>
<td>RED</td>
</tr>
<tr>
<td>Material Number</td>
<td></td>
</tr>
<tr>
<td>Bulk</td>
<td>5070512</td>
</tr>
<tr>
<td>55 Gal Drum</td>
<td>5070557</td>
</tr>
<tr>
<td>12/1 Quart</td>
<td>5070558</td>
</tr>
</tbody>
</table>

**HANDLING & SAFETY INFORMATION**

For information on the safe handling and use of this product, refer to its Material Safety Data Sheet at [http://www.shell-lubricants.com/msds/](http://www.shell-lubricants.com/msds/). If you are a Shell Distributor, please call 1-800-468-6457 for all of your service needs. All other customers, please call 1-800-840-5737 for all of your service needs. Information is also available on the World Wide Web: [http://www.shell-lubricants.com/](http://www.shell-lubricants.com/).